Eiectrical equipment shalil be free from recognized hazards
that are likely to cause death or serious physical harm to
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Note that this requirement is, in effect, an
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employer shall furnish . . . a place of
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hazards that are causing or are likeiy to
cause death or serious physical harm to his
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Listed or labeled equipment shall be used or installed in
accordance with any instructions included in the listing or
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Identification of Disconnecting Means

—_ =l AT ____ "4 __
dna LIrcuits

Each disconnecting means required by this subpart for
motors and appliances shall be legibly marked to indicate its
purpose, unless located and arranged so the purpose is
evident. (A disconnecting means is a switch that is used to
disconnect the conductors of a circuit from the source of
electric current.)

Each service, feeder, and branch circuit, at its disconnecting

maanc nr nuareriirrant Adavira chall ha lanihlvy anAd Ainirahivy
iiCaiis Ui OVCITUIiCiil UCVILT, Siian uC 1ICyiuly aiil Guiaiiy

marked to indicate its purpose, uniess iocated and arranged
so the purpose is evident.

Each disconnect switch or overcurrent device required for a
service, feeder, or branch circuit must be clearly labeled to

indicate the circuit's function, and the label or marking should
be located at the point where the circuit originates
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Panel Schedule

\J
Motor No. 1 LQKWLVJJLM
Hotor o, 3 e | i i | S |
' T 3 T 0O 0 T T
Motor No. 4 \:——-—:8 , \ . ) ) X . ‘]
Motor No. 1 is Controlied by

Disconnect No. 1 and Circuit
Breaker No. 1

Ll ol ol

NOTE: As shown in diagram, the nurposes of these disconnecting switches are clearly evident. In such cases
identification may be omitted. In the actual installation however, the motors may not be within sight of the
disconnects or arranged in such a way that the purpose is not evident and identification would be required.
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electrician). Obwously, the hazard must be a different
way if the person will remove guards and enclosures and actually

e  Sufficient access and working space shall be provided and

maintainad ahniit all alartric an
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safe operation and maintenan

inmant tn narmit raadyv and
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f such equipment.
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inspection or servicing, the working space, if in a
passageway or general open space, shall be suitably
guarded.
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Guarding of Live Parts

By suitable permanent, substantial partitions or screens so

fiad narenne will haua an~race A tha
anged that only qualified persons will have access to the

space within reach of the live parts. Any openings in such
partitions or screens shall be so sized and located that

persons are not likely to come into accidental contact with

the live parts or to bring conducting objects into contact with
them.

By location on a suitable balcony, gallery, or platform.

By elevation of 8 feet or more above the floor or other
working surface. Note that, although equipment elevated at

least 8 feet is considered to be guarded, this may not be
adequate if material being ha is li

na
il lv L ]
Wlth live parts.
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In locations where electric equipment would be exposed to
physical damage, enciosures or guards shail be so arranged
and of such strength as to prevent such damage

...... 4

Entrances to rooms and other guarded locations containing
exposed live part
N
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Identification of Conductors

The grounded conductor is an energized circuit conductor

that is connected to earth thluuyll the S‘y'stem gi'O'u'nd Itis

commonly referred to as the neutral.

Tha aniniinmant AarniinAina ~AanAl |n+nr Aarnte A A onfari tara
111G UL{UIIJIIIUIIL yIUUIIUIIIH VI IVUULLIVI AQulo Qo A aalcyualu
against insulation failure or faults in the other circuit
conductors, and is not an energized conductor under normal
~anditinne
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The equipment grounding conductor is energized only if

rrnn'l' ath A rI-
there is a leak or fault in the normal current path, and

directs this current back to the source enabling protective
devices, such as circuit breakers or fuses to operate.
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E/' any color other than those used
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A. Grounded Neutral Conductor -
White or gray

A. The grounded conductor is identified and distinguished from other
conductors by using white or gray color-coded insulated wires.

B. The equipment grounding conductor is identified and distinguished from
other conductors by using green, or green with yeilow stripe, coior

odino an wirag or run ae a hara conductor,
coqing on wires, CRGUCC

Distribution Panelboard
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the manufacturer.

on the smaller branch circuit typically associated with
standard 120 volt receptacle outlets, lighting fixtures and
cord- and plug-connected equipment.

When plugs, receptacles, and connectors are used in an
electrical branch circuit, correct polarity between the
ungrounded (hot) conductor, the grounded (neutral)
conductor, and the grounding conductor must be maintained.
Reversed polarit 'y is a condition when the identified circuit
conductor (the grounded conductor or neutral) is incorrectly
connected to th grounded or "hot" terminal of a plug,

e un
r other tvpe of connector
I otier \ype UI connector.
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The figure below shows the correct wiring for the common 120-
volt outlet with a portable hand tool attached.

20-Amp Circuit Breaker

Black

White

\ Green
P

NN

CQiinnAaneca nAaws that tha hlanly /iinAarAaiinAAAN anA wihita (ArAaTinAAAN
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conductors are reversed as shown in the figure below. This is the

aviet thara ara nthar marhanina
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traditional reversed polarity. Although a shock hazard may not

~— 20-Amp Circuit Breaker P
Black < / \

%. White /" N\ L=
N <<

A
N\___cren e\ 4

KK 7

| Connection to Surroundings e i
mn —Suppiy Cord on Hand Tooi

120 Volt Branch Circuit with Black and White Wires Reversed
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For example, if an internal fault should occur in the wiring as
shown in the figure below, the equinment would not sto

G i Y W
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switch is released or would start as soon as a person piugs th
supply cord into the improperly wired outlet. This
serious injury.

. 20-Amp Circuit Breaker

¢ Black N /_< <
¢ h¢
t?\ White yd \_< <
I \
| Green P
<
/J” Connection to Surroundings

120 Volt Branch Circuit with Black and White Wires Reversed
Internal Fault in Equipment Wiring
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The figure below shows the white (grounded) and green
(grounding) rnndur’mrq rpvprm:d Although it is not fn’rh. g
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7~ 20-Amp Circuit Breaker

Black -~

\ X
\ Green ,/ \ PN
<

Connection to Surroundings

White
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White and Green Wires Reversed
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The figure below shows an extremely dangerous situation. In this

axambple, the black (un ngrounded) and gree.n. (grounding)
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The figure below illustrates a duplex receptacle correctly wired.
Terminals are designated and identified to avoid confusion. An

. o~ -AMAMIAA.- e~ cofire
€asy way (o rememboer the coirect poiarity is "white to light" - the

white (grounded) wire should be connected to the light or nickel-
colored terminal: "black to brass" - the black or multi-colored

AR AN A PR e m SlwE IRl W wr R

IHAA A kA AA““A ‘A ‘kA L"Aﬂ Alﬂm llllll
\UIIHIUUIIUUU) VVIIG bIIUUIU VT LUII lICblCU WV UuIc viass lGIllIIIIdI dllu

"green to green" - the green or bare (grounding) wire should be
connected to the green hexagonal head terminal screw.

M\‘

Grounded N W _ Ungrounded

Contact Sy 4 Y~ Contact

.\(

L ENA 0
(f LT\ 7
A\N | K_J] f<«— Black Wire
wmﬁe /\\ @ Grounding Contact
e N\ | N———"Fx Opening
kel or Ligh NG \ \\
Nickel or Light
o sl oA Eresscolored
o I/ “ I I “ \“ 1Iciinmialo
Green or Bare N ”()k‘! LN‘
Grounding — N )
L OINUUGLUI \\ u /
N

Green Hexagonal Hoad ——»
Terminal Screw

)V
8
©r

Duplex Receptacle Correctly Wired to Designated Terminals
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Grounding

Grounding electrical circuits and electrical equipment is

[off =V V| II"

ot ala
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safeguard against fire, and protect against damage to
electrical equipment.

There are two kinds of grounding: (1) electrical circuit or
system grounding, and (2) electrical equipment grounding.

Electrical system grounding is accomplished when one
conductor of the circuit is intentionally connected to earth.

System grounding protects the circuit should lightning strike
or other high voltage contact occur and also stabilizes the

na lavale" ara nnt
voltage in the system so "expected voltage levels" are not

exceeded under normal conditions.

lichad \uhnn all maet
11211

containing electrical equipment
y means of a permanent and
d

» O
OB

The equipment grounding conductor provides a path for

rlnngnrnl 1s fault current to return to the Q\lefnm grou ind at the

Ll I\

supply source of the circuit should an msulatlon failure take

place, enabling protective devices, such as circuit breakers
and fuses, to operate when a fault occurs.
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Tranaformer

Secondary

Primary 1
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Grounded
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Neutral

<s—— Svstem Grounding ——mm
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Service
Entrance

Mosat matallic racewave, cable sheaths, and cable
armor which are continuous and utilize proper
fittings may serve as the equipment grounding
conductor. A separate grounding conductor is
needed when plastic conduit, non-metallic
sheathed cable, or other wiring methods are used
which are not approved as grounding meinods.
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Equipment
Grounding
Conductor
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Grounding Path

The path to ground from circuits, equipment, and enclosures shall
be permanent and continuous.

This OSHA requirement was extracted from NEC 250-51,
Effective Grounding Path, which is more complete and
fundamental to the understanding of electrical safety. It states
that the path to ground:

1.

"shall be permanent and continuous.” (If the path is installed
in such a way that damage, corrosion, loosening, etc. may
impair the continuity during the life of the installation, then
shock and burn hazards will develop.)

"shall have capacity to conduct safely any fault current likely
to be imposed on it." (Fault currents may be many times
normal currents, and such high currents may melt or burn
metal at points of poor conductivity. These high
temperatures may be a hazard in themselves, and they may
destroy the continuity of the ground-fault path.)

"shall have sufficiently low impedance to limit the voltage to
ground and to facilitate the operation of the circuit protective
devices in the circuit." (If the ground-fault path has a high
impedance, there will be hazardous voltages whenever fault
currents attempt to flow. Also, if the impedance is high, the
fault current will be limited to some value so low that the fuse
or circuit breaker will not operate promptly, if at all.)

17
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provide a green or bare equipment-grounding conductor
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Grounding of Equipment Connected by Cord and Plug

Under any of the conditions described below, exposed non-

rllrrpnf-rarmlng metal parts of cord- and plug-connected

I-v\m ...... .-.I.. ..u..-.. AAAAAAAAAAAAA L.
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iay become energize s”aii be grounded.
If in a hazardous ( Iaqulpd\ location

If operated at over 150 volts to ground, except for guarded
motors and metal frames of electrically heated apbpliances if

the appiiance frames are permanently and eﬁ“ctiveiy
insulated from ground
I‘ k ~an l:“m’\l‘\‘ ;ﬂ ﬂ‘ +l‘ﬂ ‘f\lll\\l';“ﬂ ‘llv\f\ﬂ
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. Refrigerators, freezers, and air conditioners

. Clothes-washing, clothes-drying and dishwashing
machlnes sump pumps, and electrical aguarium

J
1-|-“

. Hand-held motor-operated tools;

. Motor-operated appliances of the following types:
hedge clippers, lawn mowers, snow blowers, and

\Aln'l' erriihhare-
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-
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Grounding of Equipment Connected by Cord and Plug
(cont’d)

of metal tanks or boilers:

. Portable and mobile X-ray and associated
equipment;

. Tools likely to be used in wet and conductive
locations; and

. Portable hand lamps.

MNrAiinAina Avinanad mAan Artirrant Aarmriarma matal nardka AFfF AAvrAl A A
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plug-connected equipment is not required where the equipment is
supplied through an isolating transformer with an ungrounded
onn~ArndAAarns AF nr\l- ~aar EN vnAlte A iF nA hia tAAle Ara nratantaA g
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an approved system of double insulation

system of double insulation
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conduit and associated metal enclosures can also serve as a

gr ounumg condauctor.
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WITH A GROUNDING CONDUCTOR
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Ground-Fault Circuit-Interrupters (GFCI’s)

A ground-fault circuit-interrupter is not an O
overcurrent device like a fuse or cirCuut
. =
breaker. GFCl's are designed to sense an IS
imbaiance in curreni fiow over the normai path.
L[]

The GFCI contains a special sensor that

monitors the strength of the magnetic field i Cl
around each wire in the circuit when current is
@

flowing.

If the current flowing in the black (ungrounded) wire is within 5
(1) miilliamperes of the current flowing in the white (grounded)

wire at any given instant, the circuitry considers the situation
normal. All the current is flowing in the normal path. If, however,

N

cma A L

low in the two wires differs by more than 5 mA, the
GFCI will quickly open the circuit. This is illustrated in the
foiiowing figure.
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— _ - GFCI EAUL
1 = (BLACK) L ;o
é—r —= —4—>I 5m_AT — S — — 4
| | (A=
o | . (SENSES CURRENT o JF
o ! b | TAKING WRONG / T/
E l | | I PATH) VTI] M
—t 19 (< |
X b , ‘\\ | - — | (WHITE) I “ "n
RN . | N7
o I |
J
1l =
I] GROUND FAULT 5mA —
? CURRENT L e -
\ «
HOW THE GFCI PROTECTS PEOPLE
{BY CPENING THE CIRCUIT WHEN CURRENT FLOWS THROUGH A GROUND-FAULT PATH)
Note that the GFCI will open the circuit if 5 mA or more of current
"I\‘I 1~ ‘I\ ‘L\I\ oY Y ai ! I:I\I\ I\“‘Pf\“l\f\ L\\l Y a AV l'\f\ ’\‘lﬁ’\" ‘Iﬂ'\lﬁ ‘l\ﬁ
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intended white (grounded) conductor. If the equipment grounding
conductor is properly installed and malntalned this will happen as
soon as the faulty tool is plugged in. If by chance this grounding
conductor is not intact and of low-impedance, the GFCI may not
‘i'l'll’\ f\l I+ lll"l*l.’ l'l nNnAaronmM r\l"f\ll AI‘\(\ ~ hﬂ""\ I +|‘\ t\ lade Yol =Y +l‘\t\ [ aYaYalaFaY al
tll'.l JuL uiIiIiun ’JUIO (¥} ,JI vUvIiucCo a paul IlI lUio Lvaovy, LUIT PUIOUII
will receive a shock, but the GFCI should trip out so quickly that

the shock will not be harmful.
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Types of Ground-Faulit Circuit-Interrupters

> Includes the functions of a standard circuit breaker with
the additional functions of a GFCI

> Installed in a panelboard and can protect an entire
branch circuit with multiple outlets

» A direct replacement for a standard circuit breaker of
the same rating.

Receptacie Type

> Incorporates within one device one or more receptacle
outlets, protected by the GFCI

> Such devices are becoming very popular because of
their low cost.

> Most are of the dupiex receptacie configuration and can
provide GFCI protection for additional non-GFCl type
receptacles connected "down stream" from the GFCI
unit

Permanently Mounted Type

> Mounted in an enclosure and designed to be
permanently wired to the supply

> Frequently used around large commercial swimming
pools or similar wet locations

25



Types of Ground-Fault Circuit-Interrupters (cont’d)

Portable Type

»

Designed to be easil

another.
Usuallvy contain on

Xt NFRASAL y 1 Ny

protected by the G
Some models are designed to plug into existing non-
GFCI protected outiets, or in some cases, are
connected with a cord and plug arrangement.
Incorporate a no-voltage release device which will

disconnect power to the outlets if any supply conductor

i ANnan
1o UPU' I.

T D

Units approved for use outdoors will be in enclosures
suitable for the environment. If exnosed to rain. thevy
WVUIUNVIW IV LUIWw Wl VIEVVILTTT VT I [N ] UAPVOUU W\J 1AL, U IG’

must be listed as rainproof.

Cord Connected Type

|

Consists of an attachment plug which incorporates the
GFCIi module.

Provides protection for the cord and any equipment
dlldblleu lU llle CG'I'U

Attachment plug has a non-standard appearance and is

equipped with test and reset buttons.

Like the portable type, it incorporates a no-voltage
ralaaca rlc\ ira whirh will die~rnnnact nnwar tn the lnaAd if
ITICAST UTVILT wiliLil vwill UisLUIINICUL pUWCET U UIC 1Uau 1l

any supply conductor is open.
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Classes of Ground-Fault Circuit-Interrupters
Divided into two classes: Class A and Class B.

is designed to trip when current filow, in other
ormal path is 6 milliamperes or greater. The

iy I o WA e B

specification is 5 milliamperes £ 1 milliampere.

i

Class B device will trip when current flow, in other than the
ormal path, is 20 milliamperes or greater.

B e

2

Class B devices are approved for use on underwater
swimming pool lighting instalied prior to the adoption of the
1965 National Electrical Code.
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Testing Ground-Fault Circuit-Interrupters

Due to the complexity o a GFCl, it is necessary to test the

For permanently wired devices, a monthly test is
recommended.

Portable type GFCI's should be tested each time before use.

GFCl's have a built-in test circuit which imposes an artificial
ground fault on the load circuit to assure that the ground-fault
nratantinn 1o otill £ |nn'|-ir\n;nn Thact anA racat hiitdtAanas Ara
PIULUDLIUII 19 oLl 1TJUliIvuvI Il IH 1COol Allu 1TCOTL VULWWIIO AIT
provided for testing.
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Cabinets, Boxes, and Fittings

Conductors Entering Boxes, Cabinets, or Fittings

Since conductors can be damaged if they rub against the
sharp edges of cabinets, boxes, or fittings, they must be
protected from damage where they enter by use of some
type of clamp or rubber grommet.

The device used must close the hole through which the
conductor passes as well as provide protection from

abrasion.

If the conductor is in a conduit and the conduit fits tightly in
the opening, additional sealing is not required.

The knockouts in cabinets, boxes, and fittings should be
removed only if conductors are to be run through them.

If a knockout is missing or if there is another hole in the box,
the hole or opening must be closed.
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which flexible

® Covers of outlet boxes having holes throug h f
hinne
1 \\_’O

~ ~A
cord pendants pass shall be provided with bu

[~
L™
ave smooth, well-rounded

designed for the purpose or shall h
surfaces on which the cords may bear
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The basic problem is that flexible cords in general are more
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should not be used if one of the recognized wiring methods could

be used instead.

a. Pendants (a lamphoider or cord-connector body
suspended by a length of cord properly secured and

terminated directly above the suspended device);
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Data processing cabies approved as a part of the data

connections are designed to permit removal for

32
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nt interchanae (equipment which is not normally

freque
some cases vibration might fatigue fixed wiring and
fans);

fiexibility is necessary.
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a. As a substitute for the fixed wiring of the structure;
b. Where run through holes in walls, ceilings, or floors;

c. Where run through doorways, windows, or simiiar
openings;

d. Where attached to building surfaces; or

e. Where concealed behind building walls, ceilings, or
floors.

a
temporariiy to pe rmlt use of he appiiance or tooi in its intended
manner at some d!q’ran » from a fixed outlet: but there are

~

V|0u3|y temporary, and when
utlet in order to avoid
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Flexible cords shall be used only in continuous iengths
without splice or tap.
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Flexible cords shall be connected to devices and fittings so
that strain relief is provided which will prevent pull from being
directly transmitted to joints or terminal screws.
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